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A new Nd:YAG laser Thomson scattering (TS) system has been developed to explore the mechanism of high-
beta plasma formation in the RT-1 device. The TS system is designed to measure electron temperatures (Te) 
from 10 eV to 50 keV and electron densities (ne) of more than 1.0 ´ 1017 m−3. To measure at the low-density 
limit, the receiving optics views the long scattering length (60 mm) using a bright optical system with both a 
large collection window (260-mm diameter) and large collection lenses (300-mm diameter, a solid angle of ~68 
´ 10−3 str). The scattered light of the 1.2-J Nd:YAG laser (repetition frequency: 10 Hz) is detected with a 
scattering angle of 90 degrees and is transferred via a set of lenses and an optical fiber bundle to a polychromator. 
After Raman scattering measurement for the optical alignment and an absolute calibration, we successfully 
measured Te = 72.2 eV and ne = 0.43 ´ 1016 m−3 for the coil-supported case and Te = 79.2 eV and ne = 1.28 ´ 
1016 m−3 for the coil-levitated case near the inner edge in the magnetospheric plasmas. 
 
I. INTRODUCTION 
The Ring Trap 1 (RT-1) device creates a laboratory 
magnetosphere that is obtained via a levitated 
superconducting ring magnet in a vacuum.1 The RT-1 
experiment forms a peaked density profile, which is 
spontaneously created via “inward diffusion.”2,3 Stable 
confinement of high-beta plasmas (local electron beta ~ 1) 
has also been reported in RT-1 magnetospheric plasmas.3 
The coexistence of electrons with heterogeneous energies 
(low energy ~ 60 eV and high energy ~ 50 keV) has recently 
been found via spectroscopic measurements of the helium-
line ratio and X-ray measurements in the RT-1. In addition, 
high-energy electrons are trapped in the outer confinement 
region. This result infers a spatial structure similar to the 
Van Allen belts in the Earth’s magnetosphere. For the 
density profile, we developed a density reconstruction 
method from the interferometer data2,4 and modified it by 
introducing a new model function and a global optimization 
fit to obtain a realistic profile.4 Even though the helium-line 
ratio-spectroscopy provides the electron density and the 
temperature for the low-energy component, an accurate 
profile of the neutral density is necessary to estimate the 
local quantities. A Thomson scattering (TS) diagnostic is 
one method to obtain them.5,6 Therefore, we have started the 
development of a TS diagnostic system for the RT-1. 11 
This article describes the development of the TS 
diagnostic system for the RT-1. The specifications required 
to satisfy the TS diagnostic are severe because the electron 
density (ne) is close to the lower detection limit of ne ~ 1017 
m−3 or less. Comments concerning the absolute calibration 
for the density measurement are included in the text. The 
initial results of the TS measurement for the RT-1 plasma 
are shown at the end of the article. 
II. DESCRIPTION OF THE SYSTEM 
A.  Laser system 
Figure 1 shows a bird’s eye view of the TS system on 
the RT-1 device (the upper vacuum vessel is open for a cut 
view). The TS system consists of a Nd:YAG laser, a beam 
dump, collection optics, and an interference polychromator. 
The laser beams are introduced into the plasma through a 
horizontal port, which passes through the RT-1 device at r 
= 0.45 m. Scattered light with an angle of 90 degrees is 
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collected by a set of collection lenses with a solid angle of 
68 ´ 10−3 str into the entrance of a fiber bundle, which 
guides the light to a polychromator. The designed target 
plasma range is 10 eV < Te < 50 keV and ne > 0.5 ́  1017 m−3. 
A Nd:YAG laser produces high-power Q-switched 
pulses. Table I summarizes the specifications of the 
Nd:YAG laser. The injection optics transfers the laser light 
into the vacuum vessel of the RT-1 through a quartz window 
that has anti-reflection coating. The laser head is mounted 
on a table fixed on the floor of the RT-1 hall. The distance 
between the exit aperture of the laser head and the vacuum 
boundary of the RT-1 port is ~4 m. The laser optics consists 
of four relay mirrors and a biconvex lens (BK7,  F30, f = 
1200 mm) for focusing. To improve the signal-to-noise ratio, 
the laser beam is focused on the diagnosing point with a 
design diameter of 80 µm. The Nd:YAG laser beam is 
collinearly aligned using a diode laser beam at a wavelength 
of 640 nm as a visible guide line. The laser beam is reflected 
by 90 degrees at the opposite side of the injection port and 
is introduced into the beam dump. To measure power, an 
InGaAs photodiode detects the scattering light of the laser 
near the injection mirror. 
B. Collection optics 
The collection optics consists of six lenses, which 
connect image light to an optical fiber bundle. Figure 2 
shows a schematic of the collection optics. The 
specifications are detailed in Table II. The observation 
optics was optimized using the optical engineering program 
ZEMAX to suppress the monochromatic and color 
aberrations and to minimize the transmission losses of the 
collected light from 700 nm to 1064 nm. The collection 
optics is designed to detect the scattered light in the sample 
volume with a scattering length of 60 mm, where z = 0 m 
TABLE I. Specifications of the Nd:YAG laser. 
 
Parameter Specification 
Energy 1.2 J 
Repetition rate 10 Hz 
Pulse width 5–8 ns 
Beam diameter 7 mm 
Energy stability 2% 
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TABLE II. Specification of the collection optics. 
 
Parameter Specification 
Wavelength 700–1064 nm 
Scattering length 60 mm 
Solid angle ~68 ×10-3 str 
Magnification 0.5 
NA (scattered point) 0.145 
NA (collection point) 0.28 
Length between object and image 1430.6 
Transmission (700–1064 nm) ~80 % 
Imaging area F70 mm 
Material BK7, SF6 
 
   
and r = 0.45 m. At this location, the diameter of the laser 
beam is focused within less than 0.1 mm at a solid angle of 
~68 ´ 10−3 str (with a scattering angle of 90 degrees). The 
long scattering length and the large solid angle make it 
possible to detect a sufficient number of photons (>104 
photons) for low-density (ne ~ 1017 m−3) plasmas. The 
collected light is focused on a fiber bundle with a 
magnification of 0.5 (see Fig. 3). The receiving area of the 
optical fiber bundle with 31 fibers is 30.4 mm ´ 0.98 mm. 
The core and cladding diameters are 0.79 mm and 0.98 mm, 
respectively. The exit of the optical fiber bundle is 
converted to match the circular shaped bundle. The 
scattered light is guided to a polychromator via the optical 
fiber bundle. 
C. Polychromator and data acquisition 
The scattered light is analyzed by an interference-type 
polychromator. The polychromator has the same 
specifications as that used in Heliotron J7-9 and consists of 
interference filters, relay lenses, avalanche photodiodes 
(APD; Hamamatsu photonics K.K., S 8890-30), and fast-
response preamplifiers. The scattered light is cascaded to 
five interference filters using relay lenses and is divided into 
five spectral channels. The separated light is then focused 
onto each APD detector. The spectral sensitivities of the 
polychromator filters are obtained via a calibration light 
source. The result is plotted as a function of the wavelength 
in Fig. 4. The five channels cover the detection of the 
scattered light at an electron temperature of 50 keV in the 
RT-1 device. The detected signals are fed into a four-
channel high-speed oscilloscope (Tektronix, DPO4054B) 
with a bandwidth of 500 MHz and a sampling rate of 2.5 
GS/s. The data are transferred to a PC for analysis. 
III. ALIGNMENT AND OVERALL DETECTION 
EFFICIENCY BY RAMAN SCATTERING 
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FIG. 4. Spectral sensitivity of the polychromator filters (red) and 
the spectrums of the Thomson cross section (blue). 
 
FIG. 2. The set of collection optics lenses. The G1, G2, G4, and G5 
lenses are convex, and the two G3 lenses are concave. 
FIG. 3. Schematic of the optical fiber bundle: (a) optical fiber on the 
input side of the scattered light and (b) the optical fiber bundle on 
the output side, which is inserted into the polychromator. 
   
To adjust the optical alignment and calibrate the overall 
sensitivities detected at the polychromator for an absolute ne 
measurement, a Raman scattering experiment of nitrogen 
molecules (N2) was conducted. Figure 5 shows the 
dependence of the scattered signal on the N2 gas pressure. 
Because the measured signal is proportional to the N2 gas 
density, the overall detection efficiency g = V/ne is 
calculated using the known cross section for Raman 
scattering.10 This procedure converts the measured TS 
signals for each channel to ne (see Fig. 6). The result 
indicates that the TS system detects TS signals at several 
tens of mV, which is a sufficiently larger value than the 
noise level, several mV, even though it was a low-density 
plasma (ne ~ 1017 m−3). 
IV. INITIAL RESULTS 
Figure 7 shows the cross section of the RT-1 device 
with the measurement instruments. The magnetic field lines 
are superimposed on the cross section. For the plasma 
experiments, the superconducting magnet inside the 
vacuum vessel operated in two operational modes: in one, 
the levitation coil was supported by the coil lifter (the coil-
supported case) and, in the other, the levitation coil was 
levitated by the lifting magnet (the coil-levitated case). The 
plasma in this experiment was produced via electron 
cyclotron heating at 17 kW with helium gas at pressures of 
6 mPa and 0.7 mPa in the coil-supported and coil-levitated 
cases, respectively. Figure 8 shows the time evolution of the 
line-integrated electron density neL and the diamagnetism 
in the two cases. Interferometer (IF) #1 measures the density 
on the horizontal chord passing through r = 0.45 m. IFs #2 
and #3 measure the densities on vertical chords through r = 
0.62 and 0.7 m, respectively. In the coil-levitated case, the 
electron pressure is much higher than that in the coil-
 
 
FIG. 9. The output signal of the polychromator (Ch. 1) in the coil-
levitated case. The background level has been removed. 
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TABLE III. Plasma parameters obtained by the TS diagnostic and other diagnostics in the coil-supported and coil-levitated cases. 
 






neL (IF #1)  
[1016 m−2] 
neL (IF #2)  
[1016 m−2] 
neL (IF #3)  
[1016 m−2] 
ne (line ratio of 





Te (line ratio of 
neutral He)  
[eV] 
Coil 
Supported 0.106 0.43±0.05 ― 5.68 6.86 5.66 72.2±31.9 20.5 
Coil 




FIG. 8. Time evolution of (a) the line-integrated electron density, (b) the 
diamagnetism, and (c) the injection power of ECH in the coil-supported 
and coil-levitated cases. 
 
   
supported case. This is explained by the production of high-
energy electrons of a few tens of keV, which increases the 
temperature rather than the density. However, the density of 
high-energy electrons is localized and is too low to be 
detected by the TS diagnostic. In these experiments, we 
averaged the scattered light for eight shots between t = 1.1 
s and 1.9 s. Figure 9 shows the output signal of the 
polychromator (Ch. 1) whose bandwidth ranged from 1050 
nm to 1055 nm in the coil-levitated case. The background 
level before shooting the laser was subtracted from the 
measured data. The repeatable stray light that is mainly 
caused by the reflection from the surface of the levitation 
coil was measured without the discharge and was subtracted 
from the signal. The signal was accumulated in a series of 
30 reproducible discharges of the RT-1 device to subtract 
the stray light precisely. Three channels (Ch. 1, 2, and 4) 
were used to calculate Te and ne. The measurement results 
of the TS diagnostic are summarized in Table III in 
conjunction with the data from the helium-line ratio-
spectroscopy and the interferometers. Because of the low 
electron densities, the error bars of the TS diagnostic for the 
temperature, which show the standard errors for the spectral 
fitting, are large in these experimental conditions. As 
indicated in Fig. 7, the TS system measures the local point 
(r = 0.45 m, z = 0 m). The helium-line ratio-spectroscopy 
measures the line-integrated Te and ne (through r = 0.45 m, 
z = 0 m) from the intensity ratio of the neutral-helium lines: 
388 nm, 447 nm, 706 nm, and 728 nm. The line-integrated 
Te and ne are calculated via the intensity ratio of the 728 nm 
to 706 nm lines and the 447 nm to 388 nm lines, respectively. 
Despite the direct comparison between the local and 
integrated quantities, the ne and Te values measured by the 
TS system and the helium-line ratio-spectroscopy tend to 
increase in the coil-levitated case. 
A method to reconstruct the density from IFs #1, #2, 
and #3 was developed in Ref. [2] and modified in Ref. [4]. 
Note that the sample point of the TS diagnostic exists in the 
inner edge of the peaked ne profile. ne in this area steeply 
decreases to zero toward the levitated coil. Even though ne 
for the TS diagnostic lower than the reconstructed ne at the 
same point by a factor of 0.12, we believe that the measured 
results are appropriate quantities. The result indicates that 
the TS diagnostic is able to measure Te and ne even in the 
low-density limit (ne ~ 0.5´1016 m−3). 
 
V. SUMMARY 
A TS system was developed to measure the electron 
temperature and density in the RT-1 device. The TS system 
comprises a Nd:YAG pulse laser, a beam dump, the 
collection lens optics, and a polychromator. For an electron 
density of more than 1017 m−3, we designed the collection 
optics with a scattering length of 60 mm and a large solid 
angle of ~68 ´ 10−3 str to increase the photon number. After 
the alignment and efficiency test of the TS system via a 
Raman scattering experiment, we successfully measured Te 
= 79.2 eV at ne = 1.28 ´ 1016 m−3 close to the lower 
measurement limit of the electron density. These 
experimental results are a first step toward profile 
measurement in the high-beta plasmas of the RT-1 device. 
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